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NOTICE OF STAKING 6. Lease Number
Not to be used in place of Application for Permit to Drill(Form UTU-68631
3160-3)

1. OilWell Gas Well X Other (Specify) 7. If Indian, Allottee or Tribe Name

2. Name of Operator: 8. Unit Agreement Name
PGGE Resources Company

3. Name of Specific Contact Person: 9. Farm or Lease Name
Randy Miller (801)789-4573 Federal

4. Address & Phone No. of Operator or Agent 10. Well No.
5950 Berkshire Lane Suite 600 \ \
Dallas, Texas 75225 (214)750-3800 ll-3lC L * L

5. Surface Location of Well 11. Field or Wildcat Name
1657' FSL & 2889' FWL NE/SU Riverbend

Attach: 12. Sec., T., R., M.,or B1k
a) Sketch showing road entrj onto pad, and Survey or Area

pad dimensions, and reserve pit.
b) Topographical or other acceptable map sec. 31, T9S, R20E

showing location, access road, and lease
boundaries.

15. Formation Objective(s) 16. Estimated Well Depth 13. County, Parish, or 14. State
'.lasatch and 8100' Borough
Lower Green River Uintah Utah

17. Additional Information (as appropriate; shall include surface owner's name, address and, if known,
telephone number)

18. Signed Title Drilling Engr· Date 2/7/92
Gar hetstine

Note: Upon rec pt of this Notice, the Bureau of Land Management (BLM) will schedule the date of the
onsite predrill inspection and nodfy you accordingly. The location must be staked and access road
must be flagged prior to the onsite.

Operators must consider the followingprior to the onsite:
a) H2S Potential
b) Cultural Resources (Archeology)
c) Federal Right of Way or Special Use Permit

i Orig. & 2 copies: BLM/Vernal
l copy: Div. Oil, Gas and Mining
I copy: Gary Whetstine
l copy: Central Files/Dallas
1 copy: Vernal Office



PG&E RESOURCES COMPANY
TOS, R20E, S.L.B.&M. Well location, FEDERAL#11-310,

located as shown in the NE 1/4
SBO O4'W - 93 57 (G.L.o.) SW 1/4 of Section 31, T9S, R20E,

34.84 (G.LO.) 19.58 (C 39 15 (GL 0 ) S.L.B.&M.Uintah County, Utah.

BASIS OF ELEVATION
Lot i BENCH MARKSEAM 1984 LOCATEDIN THE

SE 1/4 OF SECTION13, TSS, R15E,
S L.B.diM TAKENFROMTHE DURAY
QUADRANGLE,UTAH,UINTAHCOUNTY,7 5
MINUTEQUAD. (TOPOGRAPHICMAP) PUBUSHED
BY THE UNITEDSTATES DEPARTMENTOF THE
INTERIOR,GEOLOG!CALSURVEY.SAID
ELEVATION tS *4RKED AS BEING 4658 FEET.

Lot 2 o

31
I N

Lot J FEDOL FL J1C
2ðo9' Elev. Ungraded Ground = 4864'

CER11FICA y,
1HIS IS TO CERTIFY1HAT1HE FROM
FIELD N01ES OF ACTUAL SYME' My
SUPERVISIONAND THAT 1HE TRUE AND

Lot 4 BEST OF MY KNOMEDGE

709
Sao42'42"E - 3629 JO' (Meas) SBB 44'E - 39.18 (GLO ) ...

..•'

UnrrAn ENGDIEERING &
B6 SOUTlf 200 BAST - 840?&

LEGEND: (801) 785-1017

scA.E DATE SURVEVED: DATE ORAW:90° SYMBOL 'o 2 1" = 1000' 2-11-92 2-18-92
J = PROPOSED WELLMEAD. Y^*TY

D.A R A. TDH L . PLATA = SEC110NCORNERS SC A L WEA1HER FR.E
LOCATED. (Brass Caps) COOL PGiÆ
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DEPARTMENT OF NATURAL RESOURCES
DIVISION OF WATER RIGHTS

Norman HB Eastern Area

DerC Hansen
Stae»Countilueng

rusuuw arecer 152 East 100 Nonn

Rotwrt L \torun vertiatutantaois 2:10
½• Fnan.•r 801 781 0770 = 327

March 13, 1992

Dale Price
West Hazmat Trucking Corp
P. O. Box 1667
Vernal, UT 84078

RE: Ternporary Change t92-43-065
Water Right No. 43-8290

Dear Mr. Price:

2te above numbered Temporary Œange Application has been approved subject to
prior rights. The water is supolied by an underground water well owned by West
Hazmat Trucking Corp. .

A copy is herewith returned to you for your records and future reference.

S

Robert W. Isake, P.E.
Regional Engineer
For Robert L. Morgan, P.E.
state Engineer

FM/bmw

Enclosure

an 50034 0000ttundV



APPLICATPN FORTEMPOR RYCHANGE
OF WATER "'"

fee Paid 5

Receipt #

STATEOFUTAH Microfilmed

Roli#

for thepurpose ofobtainingpermission to makea temporary changeofwater in the State of Ulah, application is
hereby made to the State Engineer, based upon the following showingotfacts, submitted in accordance with the
requirernentsofSection 73-3-3UtahCodeAnnotated 1953,asannended.

CHAHOEAPPLICATIONNUMBER:¾92-43-06 ¾ATERRIGHTNUMBER:43 - 8290
&&kkkkkkkkkkkkkkkkkkk***kkakukakkakkkkkkkkkkkkkk********************aa******************akt

This Change Apptication proposes to change the PLACEOF USE.
*******************************************************************************************

1, OWNERSHIPINFORMATION.

A. NAME: West Hazmat Trucking Corporation INTEREST:100%
ADDRESS:P.O. Box 1667, Vernal, UT 84078

B. PRIORITYOFCHANGE:March 13, 1992 FILING OATE:March 13, 1992

C. RIGHTEVIDENCEDBY: AS1641

*.............................-..............................----........-......-.....*

DESCRIPTIONOF CURRENTMATERRIGHT:

2. SOURCEINFORMATION.

A. QUANTIT¥OF WATER: 0.04 cfs

B. DIRECTSOURCE: Underground Water Well COUNTY:Uintah

C. POINTOF DIVERSION-- UNDERGROUND:
(1) N 960 feet W 130 feet from El corner, Section 9, T BS, R 20E, SLBM

WELLDIAMETER:18 inches WELLDEPTH: 54 feet

3. WATERUSE INFORMATION.

INDUSTRIAL: from Jan 1 to Dec 31. Makin Brine Dril3ing fluid for drilling
Oil & Gas Wells.

..
Y, SU J Tetuporary



CÎlANGEAPPLICATIONNUMBER:t92-43-06 for Watr "'
. 43 - 8290 continued***** Page: 2

4. PLACEOF USE. (Which includes all or part of the following legal subdivisions:)

NORTH-EAST) NORTH-WESTI SOUTH-WEST) SOUTÑ-EAST)
BASETOWNRANGSEC NE NWSWSE NE NWSWSE NE NWSWSE NE NWSW SE

SL SS 20E 9| | | | XI...! I I | Immal | | | l...I | | | \

THEFOLLOWINGCHANGESAREPROPOSED:

5. SOURCEINFORMATION.

A. QUANTITYOF NATER: 0.04 cfs REMAININGNATER:Same as HERETOFORE

B. DIRECTSOURCE: Underground Water Well COUNTY:Duchesne

C. POINT(S) OF DIVERSION-- UNDERGROUND: Same as HERE10FORE.

D. COHHONDESCRIPTION:3 miles northeast of Ouray

6. WATERUSE INFORHATION.Same as HERETOFORE.

7. PLACEOF USE. Changed as Follows·

(Which includes all or part of the followtng legal subdivisions:)

NORTH-EAST) NORTH-WEST) 50UTH-WEST) SOUTH-EAST)
BASETOWNRANGSEC NE NWSWSE NE NWSWSE NE NWSWSE NE NWSWSE

SL 95 19E 24 X X X X ... X X X X ... X X X ... X X X
36 X X X X ... X X X X ... X X .X ... X X X

LL 95 ¿ut du X X X X ... X X X X ... X X X ... X X X
31 X X X X mm.

¯ÏT¯X
X X ... X X X ... X X

8. SIGNATUREOF APPLICANT(S).

7he undersigned hereby acknowledges that even though he/she/they may have been assisted
in the preparation of the above-numbered application, through the courtesy of the
employees of the Division of Water Rights, all responsibility for the accuracy of the
information contained herein, at the time of filing, rests with the applicant(s).

Signature of



March 25, 1992

Utah Division of Oil, Gas & Mining
3 Triad Center, Suite 350
Salt Lake City, UT 84180-1203

Attn: Tami Searing

Re: PG & E Resources Copany
#11-310 Federal
NE SW Sec. 31, T9S - R20E
Uintah County, Utah

Dear Tami,

Enclosed please find three copies of the Application for Permit to Drill
on the above mentioned location along with copies of the drilling program, water
permits and associated maps and diagrams. In addition, enclosed are copies of
the onshore Order No. 1 which were prepared for the Bureau of Land Managenent for
use of their surface.

Please contact me at your earliest convenience if you should require
additional information.

Upon approval of the enclosed ayplication, please forward the approved
copies to Permitco Inc. - Agent for PG & E Resources Canpany at the address shown
below. I will then forward copies to PG & E for their files. Your assistance
in this matter would be greatly appreciated.

Sincerely,

Lisa L. Smith
Consultant for:
PG & E Resources Ompany

Enc.
cc; PG & E - Dallass TX

PG GE - Vernal, UT

Permitco Incorporated
A Petroleum Permitting Company

13585 Jackson Drive Denver Colorado 80241 (303)



rermocc.l. CONFIDENTIAL- TIGHTHOLE
ATE OF UTAH (00 kuctionson

DEPARTMEffT OF NATURAL RESOURCES
-e ode)

DIVISION OF OtL, GAS, AND MINING a L.... u...anatt.« and seriat N.

UTU-68631
APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUG BACK '

la Type of Werk

DRILLQ DEËPEN2 PLUG BACK O L en.:Arransen N. .

h Typ..! w..: N/A

.sam..ro""'"' 214/750-3800 5950 Berkshire Lane, #600 Federal
PG & E Resources Company Dallas, TX 75225 ' **

aaam..r on"='•' 303/452-8888 #11-31C
Permitco Inc - Agent Denver, CO 80241 ' ug ger

i Location of Mail IPerett 'ecstaen crearsy anit n accersiarce a .a
.-y :.a e -eg.-a-ar s•i

1657' FSL and 2889' FWL U g-1,R •r,=th

at ,,.,..i ,,.a ..., NE SWSec. 31
Sec. 31, T9S - R20E

14 Usat9nce in mdes and altrecten from nearmat aun or post effce* 12 County of F.arrtah 13 blatt

10 miles southwest of Ouray, Utah
1., Distance from preposesi• 9 \n of ar•es a este 1. No of acres assistnad

locat en te near*** o rhas well
IbroPettY er 'rise line, ft
«Als. t. o.ar....rrre I... .« nyt none 1340 05 40

to Distance frnm proposesi erat en* y F-wrenen ta 20 Ratarr er enkle teels
le nearest tell drsthnr rempleted
., avvismer..n on.••... r' none 8100' C- Rotary

21, Elerstaans ibhen whether DE. RT GR etc i 22 4pprnt date wo•k adi at tst*

4864' GR Immediately upon
r-OFOSED (42.NG 4\D CDIEN,.\(; Pnoca,a : apprOval of this

Saar of Hur- Sr:e et C nu e e= per ¯•ct 5,- -c Depth Q apn sty of L a

12-1/4" 9-5/8" 36# 400' 1/0 sx or suffic to circ fo nurt.
7-7/8" 5-1/2" 174 8100' 600 sx or suffic to cover zones

of interest.

PG & E Resources Company proposes to drill a well to 8100' to test the Wasatch formation.
If productive, casing will be run and the well completed. If dry, the well will be
plugged and abandoned as per BLMand State of Utah requirements.

See Onshore Order No 1 attached.

Bond coverage for this well is provided under Bond No 8063 07 arid.8057-26-00.

Approved water permit is attached.
DG 27 2

IN ABOVE hFit.L DEstRIME FROFObED FRUGRO! If preposal se drepen er ,Iug back usvu dat.m en present productive sone and proposed new pre-

ductfre sene if pauresal is te dral or deepen directionsib case per -ens dats en subsurfsce leertions and measured and true weitical depths Give blesseut
presenter µregram If any

Consultant for
s.....i ...-/ y,., PG & E Resources Company 25/92

(This •pace for fel r er

. . ___ Arpreval Date .-... .. ........

^vor•,ea sv---
. ..-

ve. _

OIL, GA . >

Canditions of approval if any DATE:. .

BY•
•see insuutnans on iteverse s,gELL



PG&E RESOURCES COMPANY
TOS, R20E, S.L.B.&M. Well location, FEDERAL#11-310,

locoted as shown In the NE 1/4
SB904'W-9357(GLo.) SW1/4 of Section 31, T9S, R20E,

34.84 (G.L.0 ) 19.58 (G L.O.) 39 15 (GL 0 ) S.L.B.&M. UIntah County, Utah.

BASIS OF ELEVATION
o

BENCH MARK9EAM 1984 LOCATEDIN THE
SE 1/4 OF SECTION 13, TBS, R10E,
SLB &M TAKEN FROM THE OURAY
QUADRANGLE,UTAH, UINTAHCOUNTY,7.5
MINUTFQUAD. (TOPOGRAPHICMAP) PUBUSHEO

I BY THE UNITEDSTATES DEPARTMENTOF THE
INTERIOR,GEOLOCICALSURVEY. SAID
ELEVATIONIS MARKEDAS BEING 4658 FEET.

Lot 2 oz

31
N

t.ot a ' FEDERAL/11-J1C 2
2889' Elev. Ungraded Ground = 4864'

ti CERTIFICA mit

I 1HIS IS TO CENTIFYTHAT1HF AB OM
FlELD NOTES OF ACTUAL SURVE ME
SUPERVISION AND TifAT THE SAbi 1RUEAND

Lot 4 i o eEst or MY KNOWL£DGEAND

Saa42'42"E - J629 JO' (Aleas) Soo'44'E - 39 16 (GLO ) ..

UmuH ENGINEERING &
85 SOUT11 200 EAST - VERITAI. UTAff 84078

LEGEND: (801) 769-1017

o 8 scAtt oATE sURVEVER DATE ORAWN:
= 90 SYMBOL ? O 'o 2 1" = 1000' 2-11-92 2118-92
= PROPOSED WELLHEAD. FARTY REFERENCES

al- i-la - D.A R.A. TD H G.LO PLATA = SECil0N CORNERS SC A LE WEA1HER FÌ
! GCATED. (Brass Caps) COOL PGaiE



CONFIDENTIAL - TIGHT HOLE

ONSHORE OIL & GAS ORDER NO. 1

Approval of Operations on Cashore
Federal and Indian Oil & Gas Isases

¾11-31C

1657' FSL and 2889' PWL
NE SW Sec. 31, T9S - R20E

Uintah County, Utah

Prepared For:

PG & E RESOURCES (DMPANY

By:

PERMPIOD INC.
13585 Jackson Drive

Denver, Colorado 80241
303/452-8888

DMdiúN CF
01 GASA ENING

Copies Sent To:

3 - BIht - Vernal, Utah
1 - Utah Division of Oil, Gas & Mining - SII', t12
3 - PG & E Resources - Dallas, TX
1 - PG SE Resources - Vernal, Utah

Tco

Permitco Incorporcrted
A petroleum Fermitting



PG&EResources shoreCompany 5950BekhueLane 1200has Skæl
Sulle600 Sulle1960
OallasTexas15225 Houslon Texas17002
Telephone214/750-3800 Telephone713t658-0601
FAX214/7503883 FAX713/655-0762

March 2, 1992

Bureau of Land Management

RE: 11-24B NESW Sec. 24-T9S-R19E 5-ID NESW Sec 1-T10S-R18E
1980' FSL & 1980' FWL 1980' FNL & 660 FWL

7-31B SWNE Sec 31-T9S-R19E 11-31C SWSE Sec 31-T9S-R20E
1980' FNL & 1980' FEL 1980' FSL & 1980' FWL

7-19B SWNWSec. 19-T9S-Rl9E 7-30CSWNE Sec. 30-T9S-R20E
1980' FNL & 1980' FEL 1980' FNL & 1980' FEL'

Gentlemen·

This letter is to inform you that Permitco is authorized to act as Agent and to sign
documents on behalf of PG&E Resources Company when necessary for filmg county, state
and federal permits including Onshore Order No. 1, Right-of-Way applications, etc., for
the above mentioned wells

It should be understood that Permitco is acting as Agent only in those matters stated
above and is not responsible for drilling, completion, production or compliance with
regulations

PG&E Resources Company agrees to accept full responsibility for operations conducted
m order to drill, complete and produce the above mentioned wells

Drilling Man ger

GET/cs

d I A PG&£ Resources
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OHilŽÊCO

Perrnitco Incorporated



OWSHORE ORDER ND. 1 umrw TIAL - TIGHT HOLE
FG SE Resources Copany
ill-31C Federal
1657' FSL and 2889' WL
WE SW Sec. 31, T9S - R20E DRILLING PROGRAM
Uintah County, Utah Page 1

ONSHOREOIL & GAS ORDERNO. 1
Approval of operations on Onshore

Federal and Indian Oil and Gas Leases

All lease and/or unit operations will be conducted in such a manner that full
copliance is Irade with applicable laws, regulations (43 CFR 3100), onshore Oil
and Gas Order No. 1, and the approved plan of operations. She operator is fully
resgmsible for the actions of his subcontractors. A copy of thesè conditions
will be furnished the field representative to insure copliance.

1. The esturated tops of important geologic markers are as follows:

Formation Depth Subsea
U1nta Surface
Green River 665'
Basal Limestone 5005' - 110'
Wasatch 5113' - 218'
Gmpita Wells 1 5820' - 925'

apita Wells 2 5900' - 1085'
Chapita Wells 3 61971 - 1302'
Chapita Wells 4 6521' - 1626'
Uteland Buttes 6841' -,1946'

T.D. 8100'

2. 'Ite estimated depths at which the top and bottæ of the anticipated
water, oil, gas or other mineral bearing formations are expected to
be encountered are as follows:

Substance Formation Depth

Oil N/A
Gas Wasatch 5113'
Water N/A
Other Mineral 2ones N/A

All fresh water prospectively valuable minerals encountered during
drilling, will be recorded by depth and adequately protected. All
oil and gas shows will be tested to determine ctmnercial potential.

3. PG & E's minimum specifications for pressure control equiçrnent are as
follows:

reunitco Incorporatect
A Ntroleum Nrmítting



USHORE ORDER NO. 1 RMFIDENTIAL - TIGHT HOLE
PG & E Resources Company
#11-31C Federal
1657' FSL and 2889' FWL
NE SW Sec. 31, T9S - R20E DRILLING PROGRAM
Uintah County, Utah Page 2

Ram Type: 10" Hydraulic double with annular, 3000 psi w.p.

Ram type preventers and associated equignent shall be tested to approved
stack working pressure if isolated by test plug or to 70 percent of
internal yield pressure of casing. Pressure shall be maintained for at
least 10 minutes or until requiresnents of test «e met, whichever is
longer. If a test plug is utilized, no bleed-off Wessure is acceptable.
For a test not utilizing a test plug, if a decline in pressure of more
than 10 percent in 30 minutes occurs, the test shall be considered to have
failed. Valve on casing head below test plug shall be open during test of
BOP stack.

Annular type preventers (if used) shall be tested to 50 percent of rated
working pressure. Pressure shall be maintained at least 10 minutes or
until provisions of test are met, whichever is longer.

As a minimum, the above test shall be performed:

a. when initially installed;
b. whenever any seal subject to test pressure is broken
c. following related repairs; and
d. at 30-day intervals

Valves shall be tested fro working pressure side during BOPE tests with
all down stream valves open.

When testing the kill line valve(s) the check valve shall be held open or
the ball removed.

Annular preventers shall be functionally operated at least weekly.

Pipe and blind rams shall M activated each trip, however, this function
need not be performed more than once a day.

A BOPE pit level drill shall be conducted weekly for each drilling crew.

Pressure tests shall apply to all related well ontrol equirrnent.

All of the above described tests and/or drills shall M recorded in the
drilling log.

BOP systems shall be consistent with API RP53. Pressure tests will be
conducted before drilling out fro under casing strings which have been
set and cemented in place. Blowout preventer controls will be installed

Fermitco Incorporated



ONSHORD ORDER NO. 1 CONFIDENTIAL - TIGHT HOLE
PG GE Resources Campany
#11-31C Federal
1657' FSL and 2889' FWL
NE SW Sec. 31, T9S - R20E DRILLING PROGRAM
Uintah County, Utah Page 3

prior to drilling the surface casing plug and will remain in use until the
well is copleted or abandoned. Preventers will be inspected and operated
at least daily to ensure good mechanical working order, and this
inspection will be recorded on the daily drilling report. Preventers will
be pressure tested before drilling casing cernent plugs.

The District Office should be notified, with sufficient lead tine, in
order to have the Bm representative on location during pressure testing.

a. The size and rating of the BOP stack is shown on the attached
diagram. Although a rig has not been chosen to drill this well,
most of the equipnent for this depth of hole in the area use a 10",
3000 psi working pressure blowout preventor.

b. A choke line and a kill line are to be properly installed. 'Ibe kill
line is not to be used as a fill-up line.

c. The accumulator system shall have a pressure capacity to provide for
repeated operation of hydraulic preventers.

d. Drill string safety valve(s), to fit all tools in the drill string,
are to be maintained on the rig floor while drilling operations are
in progress.

4. a. The proposed casing and canenting program shall be conducted as
approved to protect and/or isolate all usable water zones,
potentially productive zones, lost circulation zones, abnormally
pressured zones, and any prospectively valuable deposits of
minerals. Any isolating medium other than cenent shall receive
approval prior to use. The casing setting depth shall be calculated
to position the casing seat opposite a copetent formation which
will contain the maximum pressure to which it will be exposed during
nonnal drilling operations. Determination of casing setting depth
shall be based on all relevant factors, including; presence/absence
of hydrombons; fracture gradients; usable water zones; formation
pressures; lost circulation zones; other minerals; or other unusual
characteristics. All indications of usable water shall be reported.

b. Casing design shall assume formation pressure gradients of 0.44 to
0.50 psi per foot for exploratory wells (lacking better data).

c. Casing design shall assume fracture gradients fro 0.70 to 1.00 psi
per foot for exploratory wells (lacking better data)

Ferrnitco Incorporgted



CNSHOREORDER NO. 1 UNFIDENTIAL ·- TIGHT HOIE
PG & E Resources Cæpany
#11-31C Federal
1657' FSL and 2889' FWL
NE SWSec. 31, T9S - R20E DRILLING PROGRAM
Uintah County, Utah Page 4

d. Casing collars shall have a min.imum clearance of 0.422 inches of all
sides in the hole/casing annulus, with reægnition that variances
can be granted for justified exceptions.

e. All waiting on canent times shall be adequate to achieve a minimm
of 500 psi copressive strength at the casing shoe prio1 to drilling
out.

f. All casing except the conductor c-ing, shall be new or
reconditioned and tested used casing that meets or exceeòs API
standards for new casing.

9. The surface casing shall be canented back to surface either during
the prianary canent job or by renedial cementing.

h. All indications of usable water shall be reported to the authorized
officer prior to running the next string of casing or before
plugging orders are requested, whichever occurs first.

1. Surface casing shall have centralizers on every fourth joint of
casing starting with the shoe 3oint and up to the botto of the
cellar.

j. Top plugs shall be used to reduce œntamination of cement by
displacanent fluid. A botto plug or other acceptable technique,
such as a suitable preflush fluid, inner string canent method, etc.
shall be utilized to help isolate the canent fro contamination by
the mud fluid being displaced ahead of the canent slurry.

k. All casing strings below the conductor shall be pressure tested to
0.22 psi per foot of casing string length or 1500 psi, whichever is
greater, but not to exceed 70 percent of the minimum internal
yield. If pressure declines more than 10 percent in 30 minutes,
corrective action shall be taken.

1. On all exploratory wells, and on that portion of any well approved
for a 5M BOPE system or greater, a pressure integrity test of each
casing shoe shall be performed. Formation at the shoe shall be
tested to a minimum of the mud weight equivalent anticipated to
control the formation pressure to the next casing depth or at total
depth of the well. '1his test shall be performed before drilling
more than 20 feet of new hole.

SIRIËCO

Fermitco Incorporated
A Pelloteum Fermitilng



ONSHOREORDERNO. 1 WIDENTIAL - TIGHT HOLE
PG & E Resources Company
#11-31C Federal
1657' FSL and 2889' FWL
NE SW Sec. 31, T9S -- R20E DRILLING PROGRAM
Uintah County, Utah Page 6

m. The prowsed casing program will be as follows: New
or

Purpose Depth Hole S1ze O.D. Weight Grade y Red
Surface 0-400' 12-1/4" 9-5/8" 36# K-55 ST&C New
Produc. 0-8100' 7-7/8" 5-1/2" 17# J-55 LT6C NeW

n. Casing design subject to revision based on geologic conditions
enoountered.

o. The cement program will be as follows:

Surface Type and Amount
0-400' + 170 sx Class "A" Cement or

sufficient volume to circulate to
surface.

Production Type and Amount
Approx. 600 sx or sufficient to
cover zones of interest (from
approx. 4800' to T.D.

p. Anticipated cement tops will be reported as to depth; not the
expected number of sacks of canent to be used. '1te District Office
should be notified, with sufficient lead time, in order to have a
BIM representative on location while running all casing strings and
cernenting.

q. After cernenting but before comiencing any test, the Cäsing string
ennu etwa omantea anta tue gement han reached a copre66ive
strength of et least 399 puL 40 the Shoe. WOC tlm Eball be
recorded in the driller's log.

r. The follcwing reports shall te filed with the District Manager
within 30 days after the work is cæpleted.

1. ProgTess reports, Form 3160-5 (formerly 9-331) "Sundry Notices
and Reports on Wells", must include coplete information
concerning;

a. Setting of each string of casing, showing the size,
grade, amight of casing set, hole size, setting depth,
amounts and type of canent used, whether canent
circulated or the top of the canent behind the casing,

OHilËCO
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depth of canenting tools used, casing test rnethod and
results, and the date work was done. Show the spud date
on the first reports submitted.

b. Temperature or bond logs must be submitted for each well
where the casing cernent was not circulated to the
surface.

s. Auxiliary equignent to be used is as follows:

1. Kelly cock

2. No bi , float is deemed necessary.

3. A sub with a full opening valve.

5. a. The proçosed circulating mediums to be employed in drilling are as
follows:

Interval Mud Type Mud Wt. Visc. g PH
0-8100' Water/Gel-KHO 8.4-8.6 N/C N/ N/C

There will be sufficient mud on location to control a blowout should
one occur.

A mud test shall be performed every 24 hours after mudding up to
determine, as applicable: density, viscosity, gel strength, static
filtration loss, and Ph.

b. Mud renitoring equipnent to be used is as follows:

1. Periodic checks will be made each tour of the mud systen. 'Ibe
mud level will be checked visually,

c. No chranate additives will be used in the ned system on Federal
and/or Indian lands without prior BIN approval to ensure adequate
protection of fresh water aquifers.

OTHlËCO
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6. The anficipated type and arnount of testing, logging and coring are as
follows:

a. Drill stem tests will be run as warranted after log evaluation. One
straddle test is possible in the Green River formation.

If DST's are run, the following requirements will be adhered to:

Initial opening of drill stem test tools shall be restricted to
daylight hours unless specific approval to start during other hours
is obtained fro the authorized officer. However, DST's may be
allowed to continue at night if the test was initiated during
daylight hours and the rate of flow is stabilized and if adequate
lighting is available (i.e. lighting which is adequate for
visibility and vapor-proof for safe operations). Packers can be
released, but tripping shall not begin before daylight, unless prior
approval is obtained fran the authorized officer. Closed chamber
DSTs may be acarnplished day or night.

A DST that flows to the surface with evidence of hydrocarbons shall
be either reversed out of the testing string under ontrolled
surface conditions. This would involve provided sane neans for
reverse circulation.

Separation equirrnent required for the anticipated recovery shall be
properly installed before a test starts.

All engines within 100 feet of the we11bore that are required to
"run" during the test shal' have spark arresters or water cooled
exhaustb.

b. The logging program will consist of a Dual Laterolog and an FDC-OIL-
GR fran f.D. to base of surface casing.

c. No cores are anticipated, hoover, sidewall cores will be run if
warranted.

d. Whether the well is carpleted as a dry hole or as a producer, "Well
Copletion and Recanpletion Report and Iog" (Form 3160-4) will be
suhuitted not later than 30 days after copletion of the well or
after canpletion of operations being performed, in accordance with
43 CFR 3164. She copies of all logs, core descriptions, core
analyses, well-test data, geologic sunanaries, sanple description,

Perrnitco Incorporated
Metroleum Fermitting
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and all other surveys or data obtained and cmpiled during the
drilling, workover, and/or copletion operations, will be filed with
form 3160-4. Samples (cuttings, fluids, and/or gases) will be
submitted when requested by the authorized officer (AO).

e. The anticipated copletion program is as follows:
Perforate and casing water frac potential hydrocarbon bearing zones.

7. a. The expected bottæ hole pressure is 3600 psi.

b. No hydrogen sulfide gas is anticipated.

8. a. Drilling will cœuence innediately upon approval of this
application.

b. It is anticipated that the drilling of this well will take
approximately 18-20 days.

c. The BIN in Vernal, Utdi shall be notified of anticipated date of
location construction cœrnencesnent and of anticipated spud date.

e. No location will be constructed or rnoved, no well will be plugged,
and no drilling or workover equignent will be renoved fro a well to
be placed in a suspended status without prior approval of the AO.
If operations are to be suspended, prior approval of the AOwill be
obtained and notification given before resumption of operations.

f. The spud date will be reported orally to the AO within 48 hours
after spudding. If the spudding occurs on a weekend or holiday, the
report will be sukmitted on the following regular work day. She
oral report will be followed up with a Sundry Notice.

g. In accordance with Onshore Oil and Gas Order No. 1, this well will
be reported on Form 3160·-6 "Monthly Report of operations", starting
with the month in which operations comence and continue each month
until the well is physically plugged and abandoned. This report
will be filed with the Vernal BIN District Office, 170 South 500
East, Vernal, UT 84078.

h. Imnediate Report: spills, blowouts, fires, leaks, accidents, or any
other unusual occurrences shall be proptly reported in accordance
with the requirenents of NTL-3A or its revision.

Fermitco Incorporated
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i. If a replacment rig is contoplated for copletion operations, a
"Sundry Notice" Form 3160-5 to that effect will be filed, for prior
approval of the AO, and all conditions of this approved plan are
applicable during all operations conducted with the replacement rig.

j. Should the well be successfully copleted for productions the AO
will be notified when the well is placed in a producing status.
Such notification will be sent by telegram or other written
cgmunications, not later than 5 days following the date on which
the well is placed on production.

k. Pursuant to NTL-2B, with the approval of the District Engineer,
produced water may be tenporarily disposed of into unlined pits for
a period of up to 90 days. During the period so authorized, an
application for approval of the permanent disposal method, along
with the required water analysis and other information, rimst be
sulnitted to the District Engineer.

1. Pursuant to NTL-4A, lessees or operators are authorized to
vent/flare gas during initial well evaluation tests, not exceeding
a period of 30 days or the production of 50 WCF of gas, whichever
occurs first. An application nist be filed with the District
Engineer and approval received, for any venting/flaring of gas
beyond the initial 30 day or authorized test period.

m. A schanatic facilities diagram as required by 43 CFR 3162.7-2,
3162.7-3 and 3162.7-4 shall be sulznitted to the appropriate District
Office within 30 days of installation or first production, whichever
occurs first. All site security regulations as specified in 43 CFR
3162.7 shall be adhered to. All product lines entering and leaving
hydrocarbon storage tanks will be effectively sealed in accordance
with 43 CFR 3162.7-4.

n A first production conference will be scheduled within 15 days after
receipt of the first production notice.

o. No well abandonment operations will be cœrnenced without the prior
approval of the AO. In the case of newly drilled dry holes or
failures, and in energency situations, oral approval will be
obtained fran the SO. A "Subsequent Report of Abandonment" Form
3160-5, will be filed with the AO within 30 days following
cœpletion of the well for abandonment. This report will indicate
where plugs were placed and the current status of surface
restoration. Final abandonment will not be approved until the

ODHËCO
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ONSHORE OIL & GAS ORDER NO. 1

Thirteen Point Surface Use Plan

1. Existing Roads

a. The proposed well site is located approximately 10 miles
southeast of Ouray, Utah.

b. Directions to the location from Ouray, Utah are as follows:

Fræ Ouray proceed south on the Seep Ridge Road (County Road)
for approximately 2.6 miles. Turn right and proceed
southwesterly on an existing oilfield road for 3.1 miles to a
fork in the road. Turn left and proceed south for 1.6 miles to
another fork. Stay right and continue 1.2 miles. Turn left
onto new access (flagged) and proceed south and east for 1.4
miles to the location.

c. For location of access roads w2thin a 2-M11e radius, see Map3 A
& B.

d. Improvement to the existing access will not be necessary.

e. All existing roads will be maintained and kept in good repair
during all drilling and copletion operations associated with
this well.

f. Existlag roads and newly constructed roads on surface under the
Jurisdiction of any Surface Managing Agency shall be maintained
ir accodace a b the standa ds of the SMA.

2. Planned Iccess Roads

a. The.e will be arproximately 1.4 miles of new access road. The
new road will oe crowned and ditched with a running surface of
18 ft et an a max1mum disturbed width of 30 feet. Appropriate
water ontrol will be installed to control erosion.

b. The maximum grade will be approximately 7%.

c. No turnouts are planned.

Fermitco Incorporated
A Ntroleum Parmliti.tg
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b. Inrection mells -rene

c. Freduelag wells - acre

J. Ortlling wells - acce

e. Shut-La wells - aene

f. Denverrily acardened wells - nere

g. Disçosal wells - acne

h. Try Seles - acre

4. Lecacien of Tank attenes and Froduccen Facilities.

a. All çermanene sta.ctures tensite for sa.x months or lenger)
const.,1eted or 1.nstalled (including eil well pury 3acks) 4.1.11 be
Dalaced Cesert 'Dan (10YEn,'31. All facihties will be ça.tnted
witnin six acntas of utstallacien. Facihties requaed to
cru.ply wiß t.ne Cecopational Safety and Bea'th Act (CSHA) Will
be excluded. The : ured paint olot is Gesert Brcan.

b. E sterage facibeles,'tank Luttenes are constructed en this
lease, the facihty/battery or the wellyed snell surteunded oy a
Centa.1"Inent dike of sužfleient caçacity to centain at a nun.Unuut,
che ent.c.e cencent of the largest tank althet the
facilitynatterv, unless nore stungenc protective requ:Ieuents
a-e deemed necessary by the autkuzed effleers

c. A St'ndry Netzee will be subnitted shcwing placenent of all
prcduction fac1hties puer to œnstructien.

d. If at any tzne the facibeles levaced en qu'che land and
auchonzed by the terns of the lease are no longer. included in
the lease (due te a centraccen in toe unit et other lease or
unic teundary changel, SLM will proess a change in

autherization to the aççtegrtate statute. Ite auteenzation
will be subyct to açpregnate tental er ether financial
obligation as determi by the authouted eft'.cer.

e. Any necessary pits will be preçerly fenced te prevent any
wildlife entry.

F*rmitco Incorporated
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f. All site security guidelines identified in 43 CFR 3162.7
regulations will be adhered to.

g. All off-lease storage, off-lease measurenent, or ecmmingling
on-lease or off-lease will have prior written approval fran the
District Manager.

h. All access roads will be maintained as necessary to prevent
erosion and accomodate year-round traffic.

i. The road will be maintained in a safe useable condition.

5. Incation and Type of Water supply

a. All water needed for drilling purposes will be obtained fre i
Makin Brine Well, which is located in Section 9, T8S - R20E,
Uintah County, Utah.

b. Water will be hauled to location over the roads marked on Maps A
and B.

c. No water well is to be drilled on this lease. s

d. A copy of the agroved prater pernut is attached,

6. Source of Construction Material

a. Surface and subsoil materials in the innediate area will be
utilized.

b. Any gravel used will be obtained frcm a cœnercial source.

c. The use of materials under BIM jurisdiction will confonn with 43
CFR 3610.2.3. Construction material will not be located on
lease.

d. No construction materials will be removed frgn Federal land.

SIBlüCO
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8. Ancillary Facilities

'Itere are no airstrips, camps, or other facilities planned during the
drilling of the proposed well.

9. Well Site Iayout

a. The reserve pit will be located on the southeast side of the
location.

b. The flare pit will be located downwind of the prevailing wind
direction on the southwest side, a minunumof 100 feet fro the
well head and 30 feet fro the reserve pit fence.

c. The stockpiled topsoil (first six inches) will be stored on the
south and west corner.

d. Access to the wellpad will be fræ the west as shown on the
attached rig layout.

e. See Incation Layout for orientation of rig, cross section of
drill pad and cuts and fills.

f. The location of mud tanks; reserve pit, trash cage; pipe racks;
living facilities and soil stockpiles will be shown on the
Iocation Iayout.

g. During construction, all brush will be renoved frm the wellpad
and access road and stockpiled separately fro the topsoil.

h. All pits will be fenced according to the following mimmum
standards:

1. 39 inch net wire shall he used with at least one strand or
barbed wire on top of the net wire (barbed wire is not
necessary if pipe or scue type of reinforcement rod is
attac' ed to the top of the entire fence).

2. The net wire shall be no nore than 2-inches above the
ground. The barbed wire shall be 3-inches above the net
wire. Total height of the fence shall be at least 42-
inches.

Permitco Incorporctied
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3. Corner posts shall be canented and/or braced in such a
manner to keep the fence tight at all times.

4. Standard steel, wood, or pipe posts shall be used between
the corner braces. Maximum distancq between any two posts
shall be no greater than 16 feet.

5. All wire shall be stretched, by using a stretching device,
before it is attached to the corner posts.

i. The reserve pit fencing will be on three sides during drilling
operations and on the fourth side when the rig rnoves off the
location. Pits will be fenced and maintained until cleanup.

10. Plans for Restoration of Surface

Producing Incation

a. Inmediately upon well canpletion, the location and surrounding
area will be cleared of all unused tubing, equiµnent, debris,
Inaterials, trash and junk not required for production.

b. Innediately upon well carnpletion, any hydrocarbons on the pit
shall be removed in accordance with 43 ŒR 3162.7-1.

c. If a plastic nylon reinforced liner is used, it shall be torn
and perforated before backfilling of the reserve pit.

d. The reserve pit and that portion of the location not needed for
production facilities/operations will be reœntoured to the
approxirnate natural contours. 2te reserve pit will be reclairned
within 90 days frcm the date of well canpletion. Before any
dirt work takes place, the reserve pit must have all fluids and
hydrocarbons removed and all cans, barrels, pipe, etc., will be
renoved.

e. The appropriate surface management agency should be contact £or
required seed mixture.

Dry Hole

f. At such time as the well is plugged and abandoned, the operator
shall sulznit a subsequent report of abandonment and BIM will

Permitco Incorporated
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attached the appropriate surface rehabilitation conditions of
approval.

11. Surface Ownership

Access Roads - All roads are County raintained or are on Indian or BIN
lands.

Wellpad - The well pad is located on lands owned by the BIN.

12. Other Information

a. A Class III archeological survey was conducted by Sagebrush
Archeological Consultants. No significant cultural resources
were found and clearance has been reccmnended. A copy of this
report will be sulznitted directly to the appropriate agencies by
Sagebrush Archeological Consultants.

b. The operator is resçonsible for ir.forming all persons in the
areas who are associated with this project that they will be
subject to prosecution for knowingly disturbing 'historic or
archaeological sites, or for collecting artifacts. If historic
or archaeological materials are uncovered during construction,
the operator is to inrnediately stop work that might further
disturb such materials, and ontact the authorized of£1cer (Ao).
Within five working days the Ao will Inform the operator as to:

-whether the teaterials appear eligible for the National Register
of Historic Flaces;

·-the mitigation measures the operator will likely have to
undertake before the site can be used (assuming in situ
preservation is not necessary); and

·-a time frame for the AO to cœplete and expedited review under
36 CFR 800.11 to confirm, through the State Historic
Preservation Officer, that the findings of the AO are correct
and that mitigation is appropriate. If the Operator wishes, at
any time, to relocate activities to avoid the expense of
mitigation and/or the delays associated with this process, the
AO will assume responsibility for whatever recordation and
stabilization of the exposed materials may be required.

OmlÌÊCO
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Otherwise, the operator will be responsible for mitigation
costs. 'Ihe AO will provide technical and procedural guidelines
for the conduct of mitigation. Upon verification from the AO
that required mitigation has been ccznpleted, the operator will
then be allowed to resume construction.

c. The operator will control noxious weeds along rights-of-way for
roads, pipelines, well sites, or other applicable facilities. A
list of noxious weeds may be obtained fran the atM, or the
appropriate County Extension Office. On BIN administered land
it is required that a Pesticide Use Proposal shall be sulmttted,
and given approval, prior to the application of herbicides or
other pesticides or possible hazardous chanicals.

d. Drilling rigs and/or equipnent used during drilling operations
on this wellsite will not be stacked or stored on Federal Iands
after the conclusion of drilling operations or at any other time
without BIR authorization. However, if BIM authorization is
obtained, it is only a temporary measure.

e. A silt catchment dam and basin will be constructed according to
BIR specifications approximately 2600' west of the location
where flagged. A copy of the BIR specifications, "Minimum
Standards for Dams Impounding Under 10 Acre Feet" is attached
hereto.

f. All lease and/or unit operations will be conducted in such a
manner that full compliance is made with all applicabL laws,
regulations, Onshore Oil and Gas Orders, the approved plan of
operations, and any applicable Notice to Iassees. The operator
is fully responsible for the actions of his subcontractors. A
copy of these conditions will be furnished the field
representative to insure copliance.

g. A coplete copy of the approved APD and ROW grant, if applicable
shall be on location during construction of the location and
drilling activities,

h. This permit will be valid for a period of one year fro the date
of approval. After permit termination, a new application will
be filed for approval for any future operations.

i. The operator or his contractor shall contact the BIR Offices at
801/789-1362 48 hours prior to construction activities.

Pennitco Incorporated
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3. Corner posts shall be cemented and/or braced in such a
manner to keep the fence tight at all tirnes.

4. Standard steel, wood, or pipe posts shall be used between
the corner braces. Maximum distance between any two posts
shall be no greater than 16 feet.

5. All wire shall be stretched, by using a stretching device,
before it is attached to the corner posts.

i. The reserve pit fencing will be on three sides during drilling
operations and on the fourth side when the rig rnoves off the
location. Pits will be fenced and maintained until cleanup.

10. Plans for Restoration of Surface

producing Incation

a. Immdiately upon well copletion, the location and surrounding
area will be cleared of all unused tubing, equignent, debris,
materials, trash and junk not required for production,

b. Innediately upon well copletion, any hydrocarbons on the pit
shall be removed in accordance with 43 CFR 3162.7-1.

c. If a plastic nylon reinforced liner is used, it shall be torn
and perforated before backfilling of the reserve pit.

d. The reserve pit and that portion of the location not needed for
production facilities/operations will be recontoured to the
approximate natural contours. The reserve pit will be reclaimed
within 90 days frm the date of well copletion. Before any
dirt work takes place, the reserve pit must have all fluids and
hydrocarbons retooved and all cans, barrels, pipe, etc., will be
rernoved.

e. The appropriate surface managment agency should be contact £or
required seed mixture.

Dry Role

f. At such time as the well is plugged and abandoned, the operator
shall suhuit a subsequent report of abandonment and BIM will

OIntüCO
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MINIMUM STANDARDS FOR DAMS IMPOUNDING UNDER 10 AC. FT.

I. Site Location and Design
A. Authorized BLM personnel shall approve site location,

fill material, foundatinn material, and spillway size
and locatlan.

B. Construction shall be per attached diagram.

II. Jorrow Areas
A. Borrow material shall be taken from within the

reservalr basin below high water line whenever
possible.

B. Vegetation, debris and topsoll shall be removed to a
depth of 12 inches below natural ground line and
deposited as directed.

C. Vegetation, debris and topsoll shall be stockpiled to
be used as cover for borrow areas above the h2gh water
line or spread on downstream side of dam.

D. Borrow areas above the high water line shall be
contoured to blend into natural ground lines.

III. Core Trench and Dam Foundatlan
A. A core trench shall be constructed 12 feet wide along

tne full length of the dam center line to a minimum
depth of 3 feet or bedrock.

B. Sides of the core trench shall be no s'teeper than 1:1
slope.

IV. Dam and Core Fill
A. Fill shall be homogeneous material, preferably of high

impervlous, compactable solls (such as high clay
content soll free of organic material, sand or rock).

B. Lifts of fill shall not exceed 6 inches when compacted.
C. Fill shall be built up at a consistent rate the full

length of the dam.
D. L1fts shall be compacted by at least one pass of the

crawler tractor over the entire width of the 11ft.
E. Downstream side of the dam shall be no steeper than 2:1

slope. Upstream side of the dam shall be no steeper
than 3:1 slope.

F. Top of the dam shall be a minimum of 12 feet wide.
G. Maximum water depth against the dam shall be 10 feet

when constructed with a crawler tractor.

V. Spillway
A. Sp111way shall be constructed through natural material.
B. Spillway shall be constructed to divert overflow away

from fl11 material or natural material that is an
integral part of the dam.

C. Incorporate In-place rock or hauled-In rock in spillway
and at discharge point below sp111way to prevent "down
cutting" and "blowout" holes, when possible.

D. Construct spillway so there is a minimum of 3 feet of
freeboard on the
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DHËCO

Utah Division of Oil, Gas & Mining
3 Triad Center, Suite 350
Salt Lake City, 172 84180-1203

Attn: Tanmi Searing

Re: PG LE Resources Cœpany
ill 31C 11tEdetal

1657' FSL and 2889' IWL
(Expeption Icostion)
NE SW Sec. 31, TSS - R20E
Uintah County, Utah

Dear Tanni,

As per our telephone conversation, this letter is to confirm that the above
mentioned location has been staked at a non-standard location in accordance with
the Rules and Regulations for the Utah Division of Oil Gas and Mining.

'Illis location was staked at these footages based on topography. As you
will note fran the topographic map which was attached to the A.P.D., we were
unable to stake this location at standard footages due to its proximity to Willow
Creek.

PG & E Resources Company is the mineral lessee of Federal Isase No. (RU-

68631 which includes all of Section 31, T9S - R20E. Therefore, we request
administrative approval to this exception location.

Ycur assistance would be greatly appreciated. If you should need
additional information, please contact me,

cc: PG GE Resources - Dallas, TX
PG & E Resources - Vernal, UT
PIC Technologies - Denver, o

Permitco 1
A Petroleurn a c/

13585 Jackson Drive Denver, coloraao du24 I (303)
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State of Utah
DEPARTMENT OF NATURALRESOURCES

sormmu sangene, DIVISION OF OIL, GAS AND MINING

Det C
355 West North Tempre

Exectn%e Director 3 Triad Center Suite 350
Dianne R Nielson, Pil D Salt Lake Cily Utah 54180 1203

Division Director 801 535 5340

May 13, 1992

PG & E Resources Company
5950 Berkshire Lane, #600
Dallas, Texas 75225

Gentlemen

Re• Federal 11-31CWell, 1657 feet from the south line, 2889 feet from the west Ilne,
NE 1/4 SW 1/4, Section 31, Township 9 South, Range 20 East, Uintah County,
Utah

Pursuant to Utah Admin R 649-3-3, and Utah Admin R. 649-3-4, approval to drill
the referenced well is hereby granted.

In addition, the following specific actions are necessary to fully comply with this
approval·

1 Comoll3nce with the requirements of Utah Admin R 649-1 et seq , Oil and
Gas Conservation General Rules.

2 Notification within 24 hours after dnlling operations commence.

3. Submittal of Entity Action Form, Form 6, within five working days following
commencement of dnlling operations and whenever a change in operations
or interests necessitates an entity statt.s change

4. Submittal of the Report of Water Encountered During Drilling, Form 7

5 Prompt notification prior to commencing operations, if necessary, to plug
and abandon the well Notify Frank R Matthews, Petroleum Engineer,
(Office) (801)538-5340, (Home) (801)476-8613, or R J. Firth, Associate
Director, (Home) (801)571-6068.

6. Compliancewiththe requirements of Utah Admin. R. 649-3 20, Gas Flaring
or Venting, if the well is completed for production

an equal opportun ty



Page 2
PG & E Resources Company
Federal 11-31CWell
May 13, 1992

Prior to commencement of the proposed dnlling operations, plans for facilities for
disposal of sanitary wastes at the drill site should be submitted to the local health
department. These drilling operations and any subsequent well operations should be
conducted in accordance with applicable state and local health department regulations.
A list of local health departments and copies of applicable regulations are available from
the Department of Environmental Quality, Division of Drinking Water/Sanitation,telephone
(801)538-6159.

This approval shall expire one year after date of Issuance unless substantial and
continuous operation is underway or a request for an extension is made pnor to the
approval expiration date. The AP) number assigned to this well is 43-047-32244.

Sincerely,

Associate Director, Oil and Gas

Idc
Enclosures
cc. Bureau of Land Management

J.L. Thompson



FEBRUARY 8 , 1994

TO: WELL FILE

FROM: K. M. HEBERTSON

RE: Status, Federal 11-31C 43-047-32244 31- 95-20E

Per telephone conversation with the operator concerning the
status of this well, it was determined that the well will not be
drilled and the operator has acknowledged that the APD has
expired. The operator has been informed that the APD will need
to be refiled in order to drill this well at a future date.

As of the above date the APD has been rescinded and the file
sent to the LA archives.
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